Crucible shanks No. 1002
strong welded structure of piping, for crucibles of shape A
Also available with double fork, rotatable on one side, with crane bail.

¢500 mmy

Crucible cap. 50 80 100 150 200 kg

Ring dia. 260 290 310 360 385 mm
Pipe dia. 3/4" 3/4" 1" 1" 11/4"

Design Item No.

Pipe stucture 049.101 049102 | 049103 049.104 | 049.105
Double fork stucture|  048.201 049,202 | 040.203 049.204 | 049205
Crane bails [, all sizes 049.301

Please check diameter of existing crucible when ordering!

Hand tongs for crucibles No. 1000

forged of one piece, with single or double grips welded to the jaw, for crucibles
of shape A

Crucible cap. 50 80 100 150 200 ke
Jaw height 200 230 260 300 400 mm
Jaw dia, 230 260 280 310 360 mm
Design ltem No.

Single grips 050.101 | 050102 [ 050.103 [ 080.104 | 050.105
Double grips 050201 | 050.202 | 050,203 | 0S0.204 | 050.205

Crane tongs for crucibles No. 1001

forged of one piece, with single or double grips welded to the jaw, for crucibles
of shape A

Crucible cap. 100 120 150 200 300 500 kg
Jaw height 260 270 300 400 40 | 420 mm
law dia. 280 290 310 360 380 450 mm
Design Item No.

Single grips:

Without ratchet 051,101 | 051,102 | 051103 | 051.104 | 051,105 | 051.106
With ratchat 051,201 | 051.202 | 051.203 | 051.204 | 051.205 | 051.206
Double grips:

Without ratchet 051.301 | 051.302 | 054,303 | 051.304 | 051.305 | 051.306
With ratchet 051.401 | 051.402 | 051.403 | 051.404 | 051.405 | 051.406

Your inquiry or order for other crucible tongs should specify the following
data:

a) outside dimensions of the crucible: top dia., bottom dia., d) distance from the rim of the crucible where the grips should hold
height, shape the crucible (both dims for double-grip tongs)

b) single or double grips e) crucible diameter at this point

¢) with or without ratchet f)  inside diameter of the furnace

Crucible changing slings m

firm grip, new crucibles are not damaged

Employ on cold or moderately warm crucibles only!

1) Type TZ (with steel ropes) crane hook

Dimensions (see picture) Maix,

Item No. Application range for crucibles a o C Ioad

052.004 | BU 35-75; A 100-300; R 100-500 205-465 | 420 320 125 kg

052.005 | BU100-150 550 380 340 125kg

052,006 | BU 175-250; A 500-1000; R 600-1000 [ 485-635| 450 370 165 kg

(52,0064 | BU 300-350 615 550 370 180 kg

052.007 | BUS00 775 450 400 180 kg

052.008 | BUBO0-T00 180 750 450 330 kg

052.0084 | BU 800-1000 890 750 450 330 ke

052.009 | BU 1100-1310 1000 800 450 400 kg

052.008A | BU 1510 980 | 1000 | 500 | 480kg

052.010 dia. 1100 x 1200 mm 1100 900 500 480 kg

2) Type NOLTILIFT

with padded grips and adjustable screw for crucibles up to a wall thickness
of 55 mm

Item No. 052.101: carrying cap.300 kg

Item No. 052.102: carrying cap. 205 kg — especially for restricted furnace
spaces (38 mm required) between crucible outside wall
and furnace inside wall

3) Type MW with automatically extending rubber padded carrying arms,
which hold the crucible inside, therefore no space required between furnace

|
NOLTILIFT {[ [
and crucible, length 1300 mm, weight 25 kg )

Item No. Range For crucibles
052.201 up to 525 mm | BU 100-200
052.202 |uptoBl5mm | BU 210-350
052.203 [upto 780 mm | BU 350-600
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