Core box and ingot mould locks

galvanized, complete with screw adjustment feature and fixing holes

Model Adjustable Thread Max. Design Item
length width No.
530S-00 80 - 100 mm M6 27 mm punched 528.000
1042-10 100 - 125 mm M6 34 mm punched 528.001
42000 200 - 225 mm M8 65 mm punched 528.002
101C 72- 78 mm M5 35 mm forged 528.003
102¢C 100 - 115 mm M6 50 mm forged 528,004 1042-10
103¢C 120 - 140 mm M8 70 mm forged 528.005 530500
Suitable hooks:
Type C Type D . |
Model width x Suitable for Ttem Model Width x Suitable for ftem =S A
length mm locks No. length mm locks No. rir ’N v:\vi' T TR T
c1501| 15x45 530500 | 528.100 01500 25x15 530500 | 528.100A R
£1801| 18x45 104210 528.101 D1800| 18x50 104210 | 528.102
c2801]  28x40 42000 528.103 D2801| 28x85 42000 | 528.104
30C | 25/15x20 101 C 528.105 50 C 15 x 53 101C 528.106
31C | 30/18x20 102 C 528.107 10C 30 x 55 102C 528.108 Type C
41C | 45/22x30 103 C 528.109 20¢ 40X 70 103C 528.110

Remark: Please order lock and hook separately!

Date plates, showing the casting date m
1) slide-in frame of brass, with dovetail groove and platelet with 5 mm-screw
Letter size A mm 4 | 68 | 8 ] 10 ] 13 | 20
Frame width B mm 10 | 15 | 20 | 20 [ 25 | 30
Suitable Length L mm
for 4 letters/figures 26 34 42 48 58 92
Item No. 553.041 | 553.061 | 553.081 | 553.101 | 553.131 | 553.191
for 5 letters/figures a0 40 50 57,7 69,5 110
Item No. 553.042 | 553.062 | 553.082 | 553.102 | 553.132 | 553.192
for 6 letters/figures 34 46 58 67 81 128
Item No. 553.043 | 553.063 | 553.083 | 553.103 | 553.133 | 553.193 1
for 7 letters/figures 38 52 66 76,5 925 146
Item No. 553.044 | 553.064 | 553.084 | 553.104 | 553.134 | 653.194
for B letters/figures 42 58 74 86 | 104 | 164 F
Item No. 553,045 | 553.065 | 553.085 | 553.105 | 5653.135 | 553.195
for 10 letters/figures 50 70 90 105 127 200 ——
Item No. 553.046 | 553.066 | 553.086 | 553.106 | 563.136 | 553.1596 m
Platelet complete with screw W g T P S I
Width F mm 10 10 L —
‘ 563.048 553 068 ‘ 553.088 ‘ 553.108 ‘ 553.138 ‘ 553.197

Item No.

Other sizes upon request!
Il) Letters & figures: 0 to 9, A to Z, point, colon, blank, platelet, slash & hyphen (other letiers upon request)

1) cast of babbit metal, raised characters Available:

2) milled of brass, sunk characters a) block type

3) milled of brass, raised characters b) mirror image type
Letters height A mm 4 | 6 | &8 [ 10 ] 13 | 20
Design Item No.
1a) babbit metal, raised 553.204 | 553,206 | 553.208 | 553.210 | 553.213 [ 553.220 .
1b) babbit metal, ralsed 553.024 | 553.226 | 553.298 | 553.230 | 553,238 | 553.240 ‘
Za) brass, sunk 553.304 | 553.306 | 553.308 | 553.310 | 553.313 | 553.320
2b) brass, sunk 563,324 | 553.326 | 563,328 | 553.330 | 553.333 | 553.340 |
3a) brass, raised 553,344 | 553.346 | 553.348 | 553,350 | 553.353 | 553.360 L{_j
3b) brass, raised 553.364 | 553.366 553 368 | 553.370 | 553.373 | 553.380
Platelet width C mm 4 ] 9.5 115 18
Platelet thickness mm 15 2 2 2 2 2
Raised: babhit metal mm 10 10 1.2 14 18 2.0

hrass mm 1.0 10 10 10 1.0 10

Sunk: brass mm 09 10 12 1,2 1.2 13

Pattern Clocks of blue plastics

for showing the casting date on wood and resin patterns. Fix clock by
means of a screw and set month so that the year marker points to the
appropriate month.

ItemNo. | 554.001 | Clock, dia. 20 mm
ftemNo. | 554.002 | Arrow, length 8 mm

Ingot mould clocks of steel

for showing the casting date on ingot moulds. Fix clock to ingot mould
and set to the appropriate month.

ltemNo. | 555.001 | Clock, dia. 20 mm
Item No. | 555.002 | Year, dia. 8 mm

Other sizes and designs upon request.




