Die sets, standard quality
Letters and numbers in plastic boxes, precise lettering
for material strength up to appr. 800 n/mm?

Hejght imm | 2mm [ 3mm dmm [ Emm | 6mm [ 8mm | 10mm [ 12mm | 15mm
fixlg.  |6x65mm|6x65mm|6x65mm]|7 x65mm|8x65mm|2x76mm|11x76 mm|12x80 mm|14 x 80 mm|18x 85 mm
Design Item No.

0-9 566.001 | B566.002 | 566.003 | 566.004 | 566.005 | 566.006 | 566.008 | 566.010 | 566.012 | 566.015
A-7, & 566.101 | 566.102 | 566.103 | 566.104 | 566.105 | 566.106 | 566,108 | 566.110 | 566.112 | 566.115
-4+ 566.201 | 566.202 | 566.203 | 566.204 | 566.205 | 566.206 | 566.208 | 566.220 | 566.212 | 566.215
Mirror image characters also available at extra price.

(Individual dies also available)

Precision stamps Type TB m
for material up to appr. 1600 n/mm?

hardness of engraving 58 — 60 HRC

Helgnt imm [ 15mm | 2mm | 25mm | 3mm | 4mm | Smm | 6mm | Bmm | 10mm

xlg.  |7x75mm|7x75mm|7x75mm|7 x 75 mm|7 x 75 mm |8 x 78 mm |8 x 80 mm |11 %80 mm[12x85 mm |14 x90 mm

Ausf, Item No.

1) Stamps for standard lettering

0-9 | 567.010 | 567.015 | 567.020 | 567.025 | 567.030 | 567.040 | 567.050 | 567.060 | 567.080 | 567.100
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A-Z & | 567.110 | 567.115 | 567.120 | 567.125 | 567,130 | 567.140 | 567.150 | 567.160 | 567.180 | 567.200
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2) stamps for mirror image lettering

0-9 | 567.310 | 567.315 | 567.320 | 567.325 | 567.330 | 567.340 | 567.350 | 567.360 [ 567.380 | 567.400 B ) )
A-7,& | 567.410 | 567.415 | 567.420 | 567.425 | 567.430 | 567.440 | 567.450 | 567.460 | 567.480 | 567.500 Individual dies also available

Special stamps
In a variety of versions upon request!

Embossing press M 11 item No. 568.001

Strong heavy-duty press for embossing of aluminium, copper or stainless
steel tapes. Can also be used for embossing 12 mm plastic strips, with
leather bag.

Tapes available:

Item No. 568.101 | 568,102 | 568.103 | 568,104 | 568.105 | 568.106 | 568.107 | 568.108
Matenal Aluminium [Alumini Steel Copper Plastic

Colour siver | silver | siver |reddish | red [ pgreen | blue [ black
Adhesive coall  with without | without | without with

Strip length | 3,65m | 480m | 640m | 640m 3.00m

Embossing press 2300 item No. 568.301

Embosses clear characters on a 19 mm wide strip, character heights 10.8
and 13.2 mm, characters are set quickly and easily. Embosses capital let-
ters, small letters and 0-9.

Accessories: spare dial, ltem No. 568.313

plastic embossing tapes, 19 mm wide, 10 m long, with adhesive coating:

Item No. [ segazt | se8322 | 5683238 [  568.324
Colour | red | green | blue | black

ROOVER-letter embossing presses

ideal for numbering pattern and core boxes, high raised characters,
robust design, simple to operate

Embossing press Alumium embossing tapes
Item No. Type Letter height Item No. Tape width Thickn.appr.jLength appr.
568.201 T10A | 635 mm(1/4%) | 568.211 12,7 mm (1/2") | 0,35 mm | 36,5 mir.
568.202 T20 | 955mm(3/8°) | 568.222 | 22,2mm(7/8") | 0,55 mm | 24,5 mtr.

Inventory labels

of aluminium, steel, stainless steel, brass, copper or galvanized metal,
with or without holes, in all sizes and with all inscriptions; please specify
quantity!

Pattern contour signs

of anodised aluminium, background silver, lettering black, size 80 x 40 x
1,0 mm, acute corners, 4 holes.
Available in 4 designs:

Design: Item No.
Stamp outside contour (see ill.) 570.001
Starmip inside contour 570.002
Die outside contour 570.003
Die inside contour 570.004
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