Solid rubber rammer heads for compressed air rammers

Type Shape Dimensions | Weight ftem No.
abt. gr. MK1 MK2 MK3
1 rectangular | 45x 75mm| 480 191.101 191.201 -
2 sq. 80x 80mm| 700 191.102 191.202 -
2a Q. 100 x 100 mm| 1260 - - 191.322
3 round 75 mm dia. 690 191.103 191.203 =
4 round 40 mm dia. 400 191.104 191.204 -
5a* round 30 mm dia. 340 191.105 191.205 -
Ba* | round 25 mm dia. 340 191.106 191.206 -
Ta* | round 20 mm dia. 340 191.107 191.207 -
8 round 50 mm dia. 450 191.108 191.208 -
8a round 60 mm dia. 640 191.118 191.218 -
9 wedge-shape| 50 x 50 mm 460 191.109 191,209 -
10 wedge-shape| 50x 70 mm| 510 191.110 191.210 -
1 wedge-shape] 25x 50mm| 460 191,111 191.211 -
11a wedge-shape| 25x 60mm| 490 191121 | 191.221 -
12 wedgeshape| 25x 75mm| 480 191,112 | 191.212 -
*Remark:

Solid rubber heads No. 5a, 6a and 7a comprise steel top part with Morse-
taper (MK 1 or MK 2) and screwed bottom part of rubber.

IMPORTANT!
Please specify Morse-taper when ordering!

Morse Top dia. Bottom dia. Hole depth
taper mm =D mm = d mm =L
MK 1 12 10 48
MK 2 18 15 57
MK 3 24 20 72

Type 1

Types 9 and 10

Metal rammer heads for compressed air rammers

Steel Aluminium
Shape Morse taper Dimensians Weight Item No. Weight Item No.
mm kg kg
= %0 0,05 1917183 = =
00 0,10 191.7183 = =
NG = = 0,11 191.9009
0o 0,20 191.9010 0,13 191.9018
MK 1 50 @ = X 0,18 191.9029
60 @ 0.50 191.9030 = =
Round B0 & = s 0,31 191.9039
00 0,30 191.9210 = =
50 & = = 0.16 191.9279
MK 2 509 0.57 191.9230 = 8
80 & 0,85 191.92501 = =
00 & 145 191.9260 = 2
WK 3 100 D - = 0,50 191.9369
metr. 10 40x 40 0,10 1917190 - -
i a0x 40 0.24 191.9014 = =
B0x 60 0,43 191.9034 = =
a0% 40 0,36 1919214 = 5
Squars ics B0x 60 0,59 191,903 = =
80% 80 0,85 191,954 = =
100 100 1,50 191.9264 = =
MK3 100 %100 150 191.9364 = =
MK 1 0% 20 025 191.9060 = =
60x 20 0,75 191.92311 _ z
Rectepgver MK 2 70% 15 0,80 1919241 = =
75% 50 0,78 191.9252 = =

5a-7a

11 and 11a 12

rectangular

49



