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Ceramic foam filters
for filtration of cast iron or light metals
Properties:

Porous, ceramic filter material, large filtering surface due to the structure
of the material.

Even very fine impurities in the melt can be strained by the ceramic filter
thanks to the mechanical and physical filtering properties of the material.

1) Quality SKF for cast iron up to 1450°C and heavy metals
a) Porosity 10 ppi for grey cast iron (GG) and sph. graphite (GGG)
b) Porosity 20 ppi for grey cast iron (GG) and malleable cast iron (GT)
¢) Porosity 30 ppi for malleable cast iron (GT)

2) Quality AOF for light metals up to 1200°C

a) Porosity 10 ppi for standard castings

b) Porosity 20 ppi for sensitive castings

c) Porosity 30 ppi for high-quality castings

ppi: Pores per Inch
Standard thickness 22 mm — other thicknesses (from 15 mm) upon
request.

Standard dimensions — other dimensions upon request.

1) rectangular types

Item No. Carton
Dimensions Quality SKF Quality AOF containg
mm 10 ppi 20 ppi 30 ppi 10 ppi 20 ppi 30 ppi pigces

35x 35 | 217101 | 217402 | 217.103 | 217.201 | 217.202 | 217.203 1200
B0x 30 | 217011 | 217.412 | 217113 | 217.211 | 217.212 | 217.213 1000
50x 50 | 247121 | 217122 | 247,123 | 217.221 | 217.222 | 217.223 600
50x 76 | 217.431 | 217132 | 217133 | 297.231 | 217.232 | 217.233 400
50x100 | 217141 | 217142 | 247143 | 217.241 | 217.242 | 217.243 300

75x% 75 | 247451 | 217452 | 217453 | 217.251 | 217.252 | 217.253 240
754100 | 217461 | 217.162 | 217163 | 217.261 | 217.262 | 217.263 200

100x100 | 2147471 | 217.472 | 247473 | 217.271 | 217.272 | MAT7.273 120

2) round types

Item No. Carton

Dia: Quality SKF Quality AOF contains
mm 10 ppi 20 ppi 30 ppi 10 ppi 20 ppi 30 ppi pieces
40 217301 | 217.302 | 217.303 | 217.401 | 217.402 | 217.403 1000
50 2147.311 | 217.312 | 217.313 | 217.411 | 217.412 | 217.413 600
55 217.321 | 217.322 | 217.323 | 217.421 | 217.422 | 217.423 500
60 217.331 | 217.332 | 217.333 | 217.431 | 217.432 | 217.433 400
75 217.341 | 217.342 | 217,343 | 217.441 | 217.442 | 217.443 400
80 217,351 | 217,352 | 217.353 | 217.451 | 217.452 | 217.453 200
90 217.361 | 217.362 | 217.363 | 217.461 | 217.462 | 217.463 180
100 217.371 | 217.372 | 217.373 | 217.471 | 217.472 | 217473 120
110 217.381 | 217.382 | 217.383 | 217.481 | 217.482 | 217.483 120

Other designs (f. ex. floating) upon request.

Extruded ceramic metal filters

These filters are produced by continuous pressing of ceramic material
through the matrix of the desired cross-selection of die. Subsequently the
ceramic material is cut and fired to the required size or thickness. They are
produced with a variety of opening sizes for various foundry requirements;
100 or 300 CSl (cell per square inch). Many cross sections are possible, by
extruding very thin walls.

Designed for filtration of ferrous and non-ferrous metals up to 1450°C
temperature of casting.

Standard sizes:

Item No. Fieces
Size cells/sq. inch contained
mm 100csi 300csi in a box
37 x 37 x127 217.501 217503 500
435 435x127 217511 - 400
50 x 50 x127 217521 - 290
b5 % B5 X127 217,531 217533 250
66 x 66 x127 217,541 217.543 170
75 ¥ 76 x127 217.551 - 114
Bl x 81 xi127 M7.661 - 100
133 %133 x190 217571 - 50

Other sizes upon request!



