Pressed ceramic filters
High mechanical and heat resistance
exact openings for constant and calculable times of casting.

1) Round hole filters RLF for casting of aluminium,
magnesium or cast iron up to 1470°C

Item No. Size Hole dia. No, of Open Packing
mm mm holes area mm’ pes,
217.606 37x 37x127 2.2 168 639 584
217.607 40x 40x15 2,14 161 579 400
217.608 40x 40x22 2,14 161 579 275
217.609 50x 50x11 2,24 247 982 370
217.610 50x 50x15 2,24 247 982 260
217.611 50x 50x18 2,14 314 1129 180
217.612 50x 50x22 2,24 247 982 180
217.613 50x 75x22 2,2 377 1433 126
217.614 50 x 100 x 22 2,2 494 1878 90
217.615 B7x 67x12,7 2,18 541 2052 170
217.616 75x 75x22 2,14 634 2280 80
217.617 75x 100 x 22 2,14 850 3057 56
217.618 81x 81x127 2,2 662 2630 126
217.619 100x 100 x 22 2,19 941 3544 36

Other sizes upon request!

2) AKF filters with round holes
especially designed for gravity or low pressure die castings up to 1200°C

Item No . Size Hole dia, No. of holes Open
area

217.650 80 x 22 x 3,6 mm 1,8 mm @ 270 687 mm?

Ceramic strainer cores, round

of a special material, heat resistant up to 1470°C

For building up a defined accumulation of liquid metal

@ for steadying the flow of liquid metal

@ for effectivelyx separating slag before the metal enters the mould
@ for facilitating topping up the casting system

@ for putting refining and other treatment agents on the screen.
Thanks to the reduced velocity of the liquid metal flow a high effec-
tiveness is guaranteed; the agent is distributed evenly throughout the

RLF

AKF

liquid metal.

Item Type Dia. Height No. of holes | Cross section Item Type Dia. Height No, of holes | Cross section
No. mm mm x dia. mm mm? No. mm mm x dia, mm mm?
218.201 | 10/ 180 40 6,0 8x5,0 160 218.241 11/ 300 40 10,0 19x 4,5 300
218.202 | 10/ 200 46 6,0 101x5,0 200 218,242 11/ 370 50 10,0 19x 5,0 370
218.203 | 10/ 250 51 7.0 11x54 250 218.243 11/ 400 45 10,0 13x 6,0 400
218.204 | 10/ 300 55 7,0 19x4,7 330 218.244 11/ 450 46 10,0 13x 6,0 400
218205 | 10/ 301 53 75 123853 265 218,245 11/ 530 75 14,0 19x 6.0 530
218.206 | 10/ 302 50 6,0 19x4,5 302 218.246 11/ 590 65 10,0 21x 6,0 590
218.207 | 10/ 410 55 6,0 46% 3,4 410 218,247 11/ 600-7 50 7.0 13x 7,5 575
218.208 | 10/ 430 60 75 15152 320 218.248 11/ 600 50 10,0 19x 65 630
218.208 | 10/ 440 60 7.0 37x4,0 440 218.249 11/ 650 75 10,0 19x 6,5 630
218.210 | 10/ 451 62 7.5 19x5,3 420 218.250 11/ 8007 55 7,0 19x 7.3 800
218.211 | 10/ 490 60 8,0 31x45 493 218,251 11/ 800 55 10,0 19x 7,3 800
218.212 | 10/ 500 66 80 16%6,3 500 218.252 11/ 801 80 11,0 22x 70 801
218.213 | 10/ 580 62 75 35x49 538 218.253 11/ 810 91 12,0 115x 3,0 810
218.214 | 10/ 600 65 8,0 35x%4,7 600 218,254 11/ 855 70 10,0 121x 3,0 855
218.215 | 10/ 601 82 8.5 591 3.6 601 218.255 11/ 910 70 10,0 17x 85 908
218.216 | 10/ 690 67 8,0 64%3,7 690 218.256 1171177 90 12,0 60x 50 1177
218.217 | 10/ 700 68 7.0 35x51 715 218.257 117117716 90 16,0 60x 50 1177
218.218 | 10/ 710 60 7.0 36150 710 218,258 1171200 90 120 3Mx 70 1200
218219 | 10/ 71010 60 10,0 36x5,0 710 218.259 11/1201 70 10,0 3x 7.2 1260
218.220 | 10/ 730 70 8,0 19x7,0 730 218,260 11/1250 88 14,0 3x 7.2 1260
218.221 | 10/ 800 80 9,0 351%5,4 800 218.261 11/1800 80 11,0 31x 83 1680
218,222 | 10/ 831 72 g5 35%55 831 218,262 1172200 90 12,0 31x 9,0 2200
218.223 | 10/ 870 74 9,0 31%6,0 870 218.263 11/2740 110 14,0 43x 9,0 2740
218.224 | 10/ 880 60 7.0 38x5,3 840 218,264 11/3000 150 20,0 217x 4,7 3760
218.225 | 10/ 881 60 10,0 37155 880 218.265 11/4000 150 20,0 132x 6,5 4380
218.226 | 10/ 830 76 8,0 42554 960 218.266 11/5000 150 20,0 65x10,0 5100
218.227 | 10/ 950 72 915! 20578 955 218.267 11/6000 150 20,0 19 x 20,0 5970
218.228 | 1071100 82 9,0 59 15,1 1100

218,229 | 10/1350 82 9,0 59 5,4 1350

218.230 | 10/1800 110 10,0 113x45 1800

218.231 | 10/2000 120 10,0 287430 2026

59



