Safety blasting pistols
With valve for stepless air flow control, nozzle dia. 2,5 mm

Made of robust, impact-resistant plastic, handy, lightweight, low noise level,
hose connector 1/4" int. thread

item No. 233501 | 233511 | 233521 233,531
Version straight bent
Pipe length 20 mm | 320 mm | 480 mm 90 mm
Accessories:

Item No. 233.541 by-pass extension with lateral air discharge
(pressure reduction)

Item No. 233.542 silencer nozzle
Item No. 233.543 chip protector

Hermetikus blasting nozzles of iight metal or brass | 234 |
Size Outer Nozzle Hose Item No,
diameter diameter connector Light metal Brass
0 18 mm 2 mm 6 mm 234.001 234,101
10 mm 234,002 234,102
1 24 mm 3mm 10 mm 234.003 234.103
13 mm 234.004 234.104
2 28 mm 5 mm 13 mm 234.005 234.105
16 mm 234.006 234.106
Hermetikus extension nozzles of brass m
Size Thread Length Nozzle Item No.
diameter straight bent
0 M 8x1 160 mm 2mm 234.201 234,202
i M10x1 185 mm Imm 234.203 234.204
Hermetikus low noise level nozzles of aiuminium EE]
reduce the noise level considerably — below the permissible limits, i
replace the standard single-hole nozzles.
Size Model Thread Wrench size Item No.
0 A M 8x1 13 mm 234.301
1 A M10x1 14 mm 234.302 model A model B
2 B M24x15 27 mm 234.303
Industrial hoses | 235 |

on 40 m rolls or partial lengths

1) Compressed air hoses
black, tough standard quality, with pressure-resistant reinforcements

Item No. 235.001 235.002 235,003 235.004 235.005
Size 10 x4 mm 13 %5 mm 15 x 6 mm 19 %6 mm 25 % 7 mm

2) Compressed air hoses ‘Trix-Blaustrahl’
for highest requirements with cord reinforcements

Item No. 235.101 | 235.102 | 235104
Size 10 %5 mm | 13 x5mm | 19 x 6 mm

3) Sand blasting hoses
black, with a strong rubber core and strong pressure-resistant fabric
reinforcements

ltem No. 235.201 235.202 235.203 235.204 235.205
Size 1327 mm 15x 7 mm 25y Tmm 32 x Bmm 38 x9mm

4) Water hoses
red outside, black inside, with fabric reinforcements

Important:
“I“"N”' 2a50% - 235205 23630 225,305 The dimensions given are inside diameter and wall thick-
Size 10x3mm | 13x3mm | 16x35mm | 19x4mm | 25x4 mm ness; the outside diameter of the hose is obtained adding
5) Autogenus welding hoses 2 x wall thickness to the inside diameter.

For example: 10 x 5 means 10 mm inside diameter and
ftem No. Size Colour Application 5 mm wall thickness; outside diameter is 20 mm.

235,401 6x5 mm blue Oxygen
235.402 9x35mm red Gas




