Compressed air fittings of malleable cast iron

galvanized, jaw spacing 42 mm

1) Single cocks DIN 3486 with screwed-on coupling

Thread 2. | 3/4% 1t | 10 the, | 1" A thr,
Gasket Item No.

Rubber 236.101 236.102 236.103 236.104
Brass 236111 236.112 236.113 236114

2) Double cocks DIN 3487 with screwed-on coupling

Intemal thread 374" | 1
Gasket Item No.

Rubber 236.201 [ 236.202
Brass 236.211 | 236.212

3) Jaw-type hose coupling DIN 3483

Hose connector Gmm | 10mm | 13mm [ 15mm [ 19mom [ 5om [ 2mm
Gasket Item No.

Rubber 236.301 | 236.302 | 236.303 | 236.304 [ 236.305 | 236.306 | 236.307
Brass - = 236311 | 236312 [ 236313 | 236314 [ -

4) Jaw-type Internal thread couplings DIN 3482
Each package contains 10 p. per type

Internal thread [ e [y gy T |1y
Gasket Item No.

Rubber 036401 | 236402 | 236403 | 236404 | 236405 | 236.406
Brass - - | 236411 | 23412 | 286413 -

5) Jaw-type external thread couplings DIN 3481
Each package contains 10 p. per type

External thread a4 T s 1 1 ] g T 1 | 1y
Gasket Item No.

Rubber 236.501 | 236.502 | 236503 | 236504 | 236506 | 236.506
Brass = = 236.511 | 236512 | 236513 | -

Spare rubber gaskets for items. 1 to 5: Item No. 236.600

especially robust design
Each package contains 10 p. per type

Compressed air quick-connect/disconnect coupings

: - WR. Dia. WR. Dia.
1) Coupling Size l Item No. ’ Thread ‘ mm ‘ mm Size ‘ Item No. l mm ‘ mm
1) Coupling of galvanized steel 3) Connector of galvanized steel
237.001 1/4"a 17 27 5 ‘ 237101 l 6 14,5
-, 0 237.002 3/8" a 19 27 237.102 9 14,5
et 237.003 3/8"a 2 38
o= i 237.004 1/2"a 24 38 237,104 & 2
1 237.105 g 22
; 231106 11 2
2) Connector 2) Connector of galvanized steel Sa7107 7 %
0 237.201 1/4"a 17 =
237.202 3/8"a 19
1 237.203 3/8"a 22 =

3) Connector

66



