Compressed air chisels

sensitive regulating valve, recoil dampening construction, sound-dampen-
ing exhaust ring, easy to service, upon request with separate stepless

adjustment
Type FK10L.1| FK111.1| FK 101.2 | FK 111.2| FK 104.3| FK 1113
Weight g 0,71 0,82 0,72 0,83 0,77 0,88
Piston dia. mm 16 16 16 16 16 16
Stroke mm 30 45 30 45 30 45
No. of strokes  1/min 6300 4500 6300 4500 6300 4500
Length mm 170 195 180 205 190 215
Air consumption m*/min 0,34 0,32 0,34 0,32 0,34 0,32
Air connection  IG 1/4" 1/4" 1/4" 1/4" 1/4" 1/4"
Hose
FK 101.3 inside dia. mm 8 8 8 8 8 8
FK 111.3 Shape of handle Pistol grip Straight with button | Straight with lever
Toal holder Spring cap, oval, stop ring
Chisel bush Item No.
VI - 512513 240.001 | 240.003 | 240.005 | 240.007 | 240.009 | 240.011
R10,3x36 240.002 | 240.004 | 240.006 | 240.008 | 240.010 | 240,012
FK101.2 Type FK 101.4] FK 111.4] FK 102.4] FK 103.4] FK 102.5] FK 103.5
FK111.2 Weight g 015 | 126 | 16 | 18 | 34 | 3.3
Piston dia. mm 16 16 20 20 20 20
Stroke mm 30 45 60 90 60 90
No, of strokes  1/min 6300 4500 3200 2600 3200 2600
Length mm 200 220 290 330 310 350
Air consumtion  m*/min 0,34 0,32 0,42 0,42 0,42 0,42
Air connection  1G 1/4" 1/4" 1/4" 1/4" 1/4" 1/4"
Hose
inside dia. mm 8 8 10 10 10 10
Shape of handle Open Open Closed
Tool holder Spring cap, oval | Spring cap, 23 mm dia.| Spring cap, 23 mm dia.
31 x 18 mm, with stop ring}  with stop ring with stop ring
Chisel bush Item No.
§125x36 240.013 | 240.015 - - - -
R10,3x 36 240.014 | 240.016 - = - -
RS 14,3 - - 240.017 | 240.019 | 240.021 | 240.023
RS 14,3x 50 - - 240.018 | 240.020 | 240.022 | 240.024

Scope: hose fittings and plug-in tools have to be ordered separately.
Servicing cartridge (Item No. 190.201) see page 48.
Spare part lists are also available!

FK 102.4/ FK 103.4

FK 102.5 and FK 103.5 with closed steel handle.
The higher weight dampens vibrations - for ease of handling.
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Description Useful length Width S125x% 36 R 10,3 %36 R143x50
mm mm Item No,
Chisel shaft 125 = 240.101 240.102 = =
150 - - - 240,113 240114
el Pointed chisel 125 = 240201 5 = =
. ., 135 - - - 240.213 240,214
Pointed chisel 200 = 240221 = 40.923 =
250 - = = 240.233 240.234
Fiat chisel 125 15 240.301 240,302 - -
135 20 = = 240,313 240.314
135 30 - - 240.323 -
180 40 = - 240,333 -
195 15 240.341 240.342 - -
i ————e- 200 20 = = 240.353 =
250 15 240.361 240.362 - =
Flat chisel 250 20 - - 240.373 240,374

Other dimensions upon request.



