Compressed air chisels

Easy to handle: Smooth surfaces facilitate handling the tool; excellent
handling means greater safety and better performance.

Low noise level: Thanks to a high-quality plastic silencer the noise level is
reduced to a low level; the air can be discharged into any direction by
rotating the exhaust ring.

Vibration dampening: Thanks to a vibration-dampening connection be-
tween cylinder and handle, the effects of the vibrations are substantially
diminished. The operator can work the chisel for longer periods as no-load
strokes are much easier to cope with.

Ease of service: The simple construction facilitates maintenance; the use
of proven materials extends service life and reduces maintenance and
repair expenses as well as down-time costs.

Type FK23 | FK3.3 |FKG4.3 | FK43 | FK53 | FK6.3
Weight g 37 41 5.6 5.9 6,5 1.6
Piston dia. mm 23 23 27 30 30 30
Stroke mm 56 85 60 7 109 134
Mo, of strokes  1/min 2700 2000 2900 2200 1800 1400
Length mm 312 347 361 376 416 461
Alr consumption m*/min 0,28 0.4 0,4 0.5 0,53 0,55
Air connection  1G R3/8"i |R3/8"i [R3/B"1 | R3/8"i | R3/8"i | R3/B"I
Inside

hose dia. mm 10 10 13 13 13 13
Tool holder Spring cap, oval

Chisel bush DIN 8530 Item No.

RS 17,5 241.001 | 241,011 | 242,021 | 241.031 | 241.041 | 241.051
R 17,5 %60 241.002 | 241.012 | 241,022 | 241.032 | 241.042 | 241.052
RS20 241,003 | 241,013 | 241.023 | 241.033 | 241.043 | 241.063
R 20 %60 241.004 | 241,014 | 241.024 | 241.034 | 241.044 | 241.064
Type FK 2 FK 3 FK 4 FK5

Weight kg 4,0 4.4 6.1 7.0

Piston dia. min 23 23 30 30

Stroke mm 56 86 77 108

No. of strokes  1/min 2700 2000 2200 1800

Length mm 335 370 380 430

Air consumption m?/min 0,3 04 0,5 0,5

Air connection  1G R3/8"i | R3/8"| |R3/B"I | R3/B"I

Inside

hose dia. mm 13 13 13 13

Tool holder Screw-on cap

Chisel bush DIN 8530 Item No.

RS 17.5 241.061 [ 241.071 | 241.081 | 241,091

RS 20 241.062 | 241.072 | 241.082 | 241.092

Scope: Hose fittings and plug-in tools have to be ordered separately.
Servicing cartridge (ltem No. 190.201) see page 48.

Spare parts lists are also available!

Plug-in tools with collar suitable for Item No. 241

Pneumatic chisel with spring cap

Pneumatic chisel with screw-on cap l
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Description Useful length Width RS 17.5 RS 20 R 17,5 x 60 R20x60
mm mm item No.
Chisel shaft 250 - 241.301 241302 241.303 -
350 - e - - 241314
Painted chisel 250 = 241.401 241.402 241.403 241.404
350 - 241.411 241.412 = 240414
450 - 241.421 241.422 241.423 -
Flat chisel 250 30 241.501 241.502 241.503 241.504
350 30 241511 241.512 - -
450 30 241.521 241,522 = —
600 30 241,531 241.532 - =
750 30 241.541 241,542 241.543 -
1000 30 - 241.552 - -
Wide chisel 210 40 241.601 - 241,603 -
210 60 241.611 241.612 - -
210 90 241.621 - — -
750 90 - 241.632 - -

Other dimensions upon request.
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