Accessory tools for item No. 304 to 305

1) Flexible shafts (connector to motor acc. to DIN 10), epl. with handle
Core of piano wire, core coupling M 10. Protective hose of oil-resistant
rubber, hose coupling 30 mm dia.

Core or protective hose cannot be repaired.

Item No. 776.101 T76.102 T76.103 776.104 776.105
Type 4ZGDINIO | TZGDINAO | 7 ZGU DIN 40 | 102G DIN 10 |12 ZGA DIN 10
Core dia. x length mm | 4 %1250 7 %1500 7% 2000 10 % 1500 12 % 2000
Hose dia, mm 13 18 18 22 25
Handle Item No. 4 268 T ZGA TZG6A 10 2GE 12 2GA
Hana i 185x110 | 27x130 | 27x130 | 33x170 | 331162
dia. » léngth mm

Handle connector G 16 G22 G22 G28 G 28
Hand!.e 16 2 29 38 %8
coupling dia. mm

Standard 6 6 G 6 12
collet mm

Opt. available 171.5/2/2,5/ 1/2/2,5/3/3,5/ 3/4/5/6/
collets mm 3/3,5/4/5 4/5/7/8/9 7/8/9/10
Mar, speed revs/min, 40,000 25.000 25,000 18.000 12.000
Weight kg 0.6 1.5 20 25 4,25

Rigid or flexible extensions available upon request!

2) Ready-to-be-installed cores

Item No. 716.601 776.602 T76.603 T76.604 T76.605

For shaft 416G 726 726U 10 Z2G 127GA

3) Angle tool holder

Item No. 776.201 776.202 776.204
Type WZ 4A WZ 7B WZ 10B
For shaft 427G 72G/7ZGU 107G / 127 GA
Head height x length mm 43x111 55 x 157 55 x 166
Max. speed revs,/min. 20.000 17.000 17.000
Weight kg 0,27 0,60 0,58
4) Chuck

Item No. 776,301 776.302
Type 207 208 A
Shank dia. mm 6 12

Chuck range mm 0-6 0-13
Weight ke 0,14 0,40

5) Flexible shaft grease

a) hose brushes for the shafts

b) non-fuzzing cleaning towels (package contains 2)
¢) shaft grease FT 4 (app. 450 gr. tin)

Item No. | T16.402 | 776.403 | 776.404

For shaft | 476 | 776/77Z6U0 | 1076/12ZCA

Pneumatic vice

with foot pedal valve

for fast and safe clamping, expedient, time saving and easy to use,
vice opens to the rear.

Consisting of: vice of perlitic cast metal, pneumatic cylinder, metal-sheathed
hose and foot pedal valve, stepless stroke iength adjustment from O to 8
mm, speed of the moving jaw 10 mm/sec. at 6 bar. Should the compressed
air system break down, the clamping force is maintained. After releasing the
pressure, the vice can be reclamped by hand. The foot pedal control leaves
both hands free for tool and workpiece.

Item No.
Pneumatic vice 307,024 | 307.044 | 307.026 | 307.046
Jaw width mm 125 150
Clamping width mm 180 220
Clamping stroke mm 0-8
Clamping force N 7.000 14.000 7.000 14.000
Weight kg 26 23 46 48
Overall length incl. eylinder mm 745 745 915 915
Cylinder length with shaft mm 200 200 200 200
Gylinder length without shaft mm 100 110 100 110
Cylinder diameter mm 135 180 135 180
Alr connector 1/4"

Spare part lists are available!
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