Screening instrument type PSA item No. 333.001

electro-magnetic vibration shifter with amplitude control, timer, a set of
10 sieves with bottom and lid (dia. 200 mm, mw 1,4 — 0,063 mm)

For determining grain size composition by screening the silt-free and dry
foundry sand.

Height appr. 670 mm, width appr. 284 mm, depth appr. 383 mm
Voltage 220 V AC, power consumption 40 waitt

Accessories:
Wet screening device PSB for analysing silt content
Item No. 333.002

Remarks: Sieves see page 38, ltem No. 155

Ramming instrument type PRA item No. 334.001

for producing cylindrical sand specimen (tensile test and bending test
specimen)

Height appr. 643 mm, width appr. 205 mm, depth appr. 216 mm
Accessories:

Item No, Type Application

334.002 PMU del, of sand height in test lube

334,003 PFE det, of sand flow ability

334.004 PBK prod. of beding test specimen

334.005 PAB discharge of test bodies & cleaning of the test body tube

Permeability testing instrument type PDU
for measuring the permeability of the sand to gas.

Height appr. 480 mm, width appr. 230 mm, depth appr. 403 mm
Item No. 335.001

Strength testing instrument type PFG item No. 336.001

Hand operated hydraulic press for determining the crushing and shearing
strength of cylindrical specimen.

Height appr. 430 mm, width appr. 613 mm, depth appr. 180 mm
Accessories:

Item Nor, Type Application

336.002 PSP cléarage strength and dry

336.003 POS tensile strengih testing

336.004 PBYV shearing strength testing

336.005 PHD crushing strenglh testing up to 2500 N/cm*

Set of testing instruments PKS item No. 336.101

for carrying out periodic function tests on devices ‘PRA’, ‘PDU’ and ‘PFG’

Other sand testing equipment upon request.
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