m Slag car

for taking and transporting liquid slag, capacity 105 liters, with reinforced
rim and overflow baffle, two wheels of profile steel, dia. 860 mm, with
cast hub, roller bearings and hub protectors.

1. Model B with a detachable, cone-shaped ladle Item No. 342.001
The ladle can be set down at the furnace, undercarriage with rigid sup-
port and pole. For emptying the ladle one jaw with hole. When empty,
the ladie veers around, width 1160 mm, total length 2000 mm

2. Model M with a firmly fitted ladle Item No. 342.002
with double-arm pole and adjustable support, width 1000 mm, total
length 1600 mm

3. Spares

ftem No.
Description Formedel B | For model M
spare ladle 342,102 —
spare whee! 342104 342103

Capito-wheelbarrows ‘Industry’

especially designed for heavy-duty application, strong frame of angle steel,
wheelbarrow trough of thick-walled sheet metal, welded, rim with reinforce-
ments, capacity 85 liters, 3 mm thick sheet metal

Trough: 820 mm long, front width 680 mm, rear width 655 mm

Item No, Model Wheel design Wheel size Wheel bearing
343.001 117.01 tire whesl 400/100 mm ball bearings
343.004 1.17.04 solid rubber wheal 400/ 90 mm roller bearings
343.010 1.17.10 iron wheel 325 mm dia. ball bearings
Also available:
Item No. for type

Description 11701 | 11704 [ 14710
spare wheel 343101 | 343104 | 343110
spare trough 343.105
add. wooden bottom 343.102
add. sheet metal bot. 343.103
spare handl 343.120

m Capito-wheelbarrows ‘matador’
strong frame of angle steel, wheelbarrow through of sheet metal,
welded.
Trough: 850 mm long, front width 640 mm, rear width 570 mm
Item No. Model Wheel design Wheel size Wheel bearing
344.001 1.15.01 tire wheel 400/100 mm plastic ball bearings
344.002 1.15.02 tire wheel 4007100 mm ball bearings
344,021 11521 solid rubber wheel A00/ 90 mm roller bearings
344,038 1.15.38 irgn wheel 325 mm dia. ball bearings

Also available:

Item No. for type
Description 11501 | 14502 [ 11521 | 11538
spare wheel 344101 | 344102 | 384121 | 344.438
spare trough 344.105
add. wooden bottom 344.103
add. sheet metal bolt, 344,104
spare handles 344,140
m Capito-wheelbarrows ‘Export’

galvanized trough, non-warping frame, reinforced run, capacity 85 |,
1,20 mm thick sheet metal

Trough: 880 mm long, front width 680 mm, rear width 625 mm

Item No. Model Wheel design Wheel size Wheel bearing
345.006 1.10.08 tire wheel 400,100 mm plastic slide bearings
345.007 1.10.07 tire wheel 400/100 mm ball bearings
345.017 11017 solid rubber wheel 400/ 90 mm roller bearing

Also available:

Item No. for type
Description 110068 | 11007 [ 11047
spare wheel 345108 | 345107 | 345.117
spare trough 345,120
tipping bracket 345.108
spare handle 345,122
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