Capito-deep trough ‘Eurocar’

sturdy wheelbarrow with deep trough, easily filled with a shovel, can be emptied
completely, trough galvanized, flat trough bottom, tipping bracket, low load weight
at handles, easy to empty, contents 100 liters, sheet metal thickness 1,0 mm.

Trough size: length 880 mm, width front 590 mm, width rear 550 mm

Type No. Model Wheel design Wheel size Wheel bearing
345.620 1.16.20 tire wheel 400/100 mm plastic side bearing
345.619 1.16.19 tire wheel 400/100 mm ball bearings
345,622 1.16.22 solid rubber wheel 400/ 90 mm roller bearings

Also available:

Item No. for type
Description 11620 | 11619 [ 11622
spare wheel 345650 | 345651 | 345652
spare trough 345.660
spare handles 345,670
Fagro-wheelbarrows

wheelbarrow for heavy-duty application trough enameled

trough rim with reinforcement, extra strong wheelbarrow frame, trough 25 mm thick

deep-drawn sheet metal

Size of trough 346.085/185; length 890 mm; front width 720 mm; rear width 640 mm
Size of trough 346.095/195: length 1020 mm; front width 750 mm; rear width 50 mm

Item No. Cont. Wheel design Wheel size Wheel bearing
346.085 85 I, tire wheel 400/100 mm ball bearing
346.185 BE tr. solid rubber whesl 400/ B0 mm ball bearing
346.095 95 Itr., tire whesl 400/100 mm ball bearing
345.195 95 Itr, solld rubber wheel 400/ 80 mm ball beating

Also available:

Item No. for type
Destription 346085 | 346185 346,095 |  346.195
spare wheel 346301 | 346302 346,301 [ 346302
spare trough 346,285 346,285
spare handles 346.303

Capito-wheelbarrows ,Compact“

easy to handle and move, even when fully loaded, easy to tip up, 100%
discharge, wheelbarrow frame of angle steels, wheels with roller bearings

Item No. Model | Carrying Dimensions Wheel design Wheel size
cap. (I x wx h mm)

347.100 | 1,21.00 tire wheel 400/100 mm
347,101 | 1.21.01 solid rubber wheel 400/ 90 mm
347403 | L2103 | 10N | 1526x780x 710 tire wheel 615 mm dia.
347,104 | 1.21.04 solid rubber wheel 550/ 50 mm
347,200 | 122,00 tire wheel 400/100 mm
347,201 | 1.22.01 solid rubber wheel 400/ 90 mm
347203 | 1.2203 | 2001 | 1580x780x810 tire wheel 615 mm dia,
347.204 | 1.22.04 solid rubber wheel 650/ 50 mm
347.300 | 1.23.00 tire wheel 400,100 mm
347.301 | 1.23.01 solid rubber wheel 400/ 90 mm
387.003 | 12303 | 20N | 1630x780x900 tire wheel 615 mm dia.
347.304 | 1.23.04 solid rubber wheel 650, 50 mm
Capito-bag trucks

crossbar curved, PVC-enamel, safety handles, wheels with roller bearings

Item No. Model | Carrying | Dimensions. Shovel size | Wheel desigh | Wheel size
cap. {1 x w mm}) mm
348.000 | 1.30.00 tire wheel 260/ 85 mm
38001 | 13001 | So0ke | 1100x600 | 400x180 I bt whee] 250/ 50 mm

348.100 | 1.31.00 tire wheel 260/ 85 mm
348101 | 1.31.01 400lg ||| 1200600 400160 sofid rubber wheel 250/ 50 mm
348.500 | 1.35.00 | 500kg | 1200 x 630 500 x 130 tire wheel 400,100 mm

Barrel stands item No. 349.001

for holding, conveying and decanting 200 | iron-hoop drums and corruga-
tion barrels. The drum can be rotated easily by hand, tubular steel frame,
drum rests on four 60 mm dia. rollers, lever arm, length 1200 mm,
detachable, 2 wheels and 2 caster wheels

Length 830 mm, width 690 mm, filling height 550 mm
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