Pattern maker’s shrinkage rules [ 669
of stainless steel and dull chrome-plated

of stainless steel, hardened and dull chrome-plated, with one precision
shrinkage graduation, accuracy in acc, with DIN 866/2, edges ground
straight, one end rounded, with hole

ﬁ{inkage Di ions in mm / Item No.

graduation [ 300x13%05 | 500%30%L0 1000235412 | 2000%35x12
05% 569.500 569510 BBG.511 869.512
08% 569,525 569.526 668.527 660528
10% 669.533 669.534 669.535 ~ BE9G3E
125% 569.537 B 569.539 B69.540
15% 669.541 569, 562543 B69.544

175 % 569,545 569, FBO.547 669.545
0% 569,540 589, B69.551 669.552
225% 669.553 569, G69.555 BB9.556
25% 569,557 588, 569.559 BE9.580
3,08 569,561 560, 869583 569.564
Pattern maker’s shrinkage and growth rule Nr. 925 / 92w 669A

of stainless spring strip steel, with etched graduation on the lower edge

fwailable shinkage grad:  0.2%  03%  04%  08%  O07%  078% 13%  14%  16%  165%
7% 18% 22%  24%  26%  27%  278%  325% 35%  40%
42%  45%  50%  80%  T0%  80% 90%  100%  120%

fvailble growth grad:  0.5%  10%  20%  25%  30%  358%  40%  425% 45%  50%
Dimensians 300%20x0,5mm [ 500%30 ¢ 1,0mm [ 1000230 x 1.0 mm

Design Item No.

w/shrinkage grag, 569.601 [ 559.602 [ 5659.603

wjgrowth grad, 66B0L | 660802 |  669.803

Please specify the required shrinkage or growth graduation.

Hardened steel rules, No. 175 RV of stainless steel, dull chrome-plated m

Make Stiefelmayer, without shrinkage graduation,
with two 1/1-mm-graduations

Length mm | 150 200 300 300 500 500 1000 1000 1500 2000 3000
Cross section mm | 13x 0,5 | 15x05 | 15x05 | 25x0.8 | 19x05 | 30x08 ]| 20x05 | 3513 [ 35x13 | 35x1,3 | 35x13
Item No. 670201 | 670202 | 670,203 | 670,204 | 670205 | 670.206 | 670.207 | 670.208 | 670.200 | 670,210 | §70.241

Workshop steel rules with mmgraduation m

1) No. 451 accuracy in acc. with DIN 866
flat sides superfinished, narrow sides precision ground, division ending 5 mm
from both ends

length  mm| 500 | 1000 [ 1300 [ 2000 [ 3000 [ 4000
Cross seetion mm | 30x6 | 40x8 | 40x8 | 50x10 | 50x10 | 60x12
Design ltem No.

Standard seel [671.1101[671.1102[671.1103[674.1104
Stainless steel |671.1201[671.1202[671.1203]671.1204

2) No. 452 accuracy in acc. with DIN 866-11
flat side superfinished, narrow sides ground, full length graduation

length  mm 500% 1000 [ 1500 [ 2000 [ 2800 [ 3000 [ 4000
Crosssecionmm| 25x6 | 306 | 30%6 | 40x8 | 40x8 | 40x8 | 50x10
Design Item No.

Standard stesl |671.2400]671,2103|671.2104]671,.2105]671.2106]671.2107 [671.2108
Stainless steel |671.2201 [671.2203 |671.2204671.2205[671.2206 | §71.2207 [671,2208
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Rules can also be provided with shrinkage graduation at extra charge

Super precise rules, No. 512, hardened

Accuracy in acc. with DIN 874,/00,

with insulated grip, fully hardened, all surfaces superfinished, measuring
edde additional lapped. Carners and grooves can be checked with the
point on one side of the instrument

length  min| 75 | 100 | 125 | 150 | 200 | 300 [ 400 [ 500 [ €00 [ ®00 [ 1000
Crosssecionmm | 2256 | 22x6 | 20x6 | 22x6 | 22x6 | 3047 | 30x7 [ 30x7 [ 40x7 | 45x10 | 45x10
Design Item No.

Standard steel | 672,101 | 672,102 | 672,103 | 672104 | §72.105 | 672,106 = £ - - =
Stainless steel | 672,201 | 672.202 | 672.203 [ §72.204 | 672.205 | 672.206 | 672,207 | 672,208 | 672.209 | 672.210 | 672.211
Wooden case G72.604 | 672,602 | 672603 | 672,604 | 672600 | 672.606 | G72.607 | 672,608 | 672609 | 672.610 | 672,611

For calibration see page 23, ltem No. 594



